WAXIE Sanitary Supply SDS LISTING
Emergency Phone: (800) 255-3924 (MIS0004342) Order#:D19QC/00
Cust#:51145 OCSLA Carrier:21W09/040

SAFETY DATASHEET |

® This Safety Data Sheet (SDS) complies with the requirements of the U.S. Federal Occupational

Safety and Health Administration Hazard Communication Standard (29 CFR 1910.1200, as

\ updated in 2012) and equivalent state Standards. It has also been developed in accordance
h with the United Nations Globally Harmonized System of Classification of Chemicals (GHS) and
the Canadian Workplace Hazardous Materials Information System (WHMIS). Refer to Section

SANITARY S UPPLY 16 ofthis document for the definition of terms and abbreviations.

SECTION 1: IDENTIFICATION

1.1 PRODUCT IDENTIFIER
e ITEM NUMBER(S): 160041
e PRODUCT NAME: Deodorant Urinal Block
1.2 RELEVANT IDENTIFIED USES OF THE MIXTURE
o RECOMMENDED USE: For toilet bowl maintenance.
e |IDENTIFIED USERS: For sale to, use and storage by service persons only.

1.3 DETAILS OF THE SUPPLIER OF THE SAFETY DATA SHEET

e MANUFACTURER/
SUPPLIER: WAXIE Sanitary Supply

o ADDRESS 9353 Waxie Way; San Diego, CA 92123-1036
e BUSINESS PHONE: 1-800-995-4466
e EMERGENCY PHONE: 1-800-255-3924 (CHEMTEL; 24 hours)

1.4 OTHER PERTINENT INFORMATION

e The information below is for repeated and prolonged contact in an occupational setting to the
deodorizing agent. It is not likely to apply to normal product use. However, this Safety Data Sheet
(SDS) contains valuable information critical to the safe handling and proper use of this product.
This SDS should be retained and available for employees and other users of this product.

SECTION 2: HAZARD IDENTIFICATION
2.1 CLASSIFICATION OF THE SUBSTANCE OR MIXTURE

OSHA/HCS Status NOTE: Employees will not be exposed to the material under normal circumstances
of use.

Classification of the Substance or Eye irritation (Category 2A); Carcinogenicity (Category 2); Acute aquatic toxicity

Mixture (Category 1); Chronic aquatic toxicity (Category 1)

2.2 LABEL ELEMENTS

Signal Word Warning.

Hazard Statements Causes serious eye irritation. Suspected of causing cancer. Very toxic to aquatic
life with long lasting effects.
Precautionary Statements
Prevention Keep out of reach of children. Obtain special instructions before use. Do not
handle until all precautions have been read and understood. Wash hands
thoroughly after handling. Wear eye/face protection and gloves. Avoid release to
the environment. Collect spillage.
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WAXIE Sanitary Supply SDS LISTING
Emergency Phone: (800) 255-3924 (MIS0004342) Order#:D19QC/00
Cust#:51145 OCSLA Carrier:21W09/040

SECTION 4: FIRST AID MEASURES (Continued)

o CHRONIC HEALTH EFFECTS: p-Dichlorobenzene, a component of this product, is a suspected carcinogen.
e TARGET ORGANS: Eyes.
4.3 INDICATION OF IMMEDIATE MEDICAL ATTENTION AND SPECIAL TREATMENT NEEDED

o GENERAL INFORMATION: For all exposures: In case of accident, or if you feel unwell, seek medical
advice immediately. Take this document and a copy of the label to the healthcare professional.

e RECOMMENDATIONS TO PHYSICIANS: Treat symptomatically.
e MEDICAL CONDITIONS AGGRAVATED BY OVEREXPOSURE: None reported.

SECTION 5: FIREFIGHTING MEASURES

5.1 EXTINGUISHING MEDIA

e RECOMMENDED FIRE EXTINGUISHING MEDIA: Water Spray, Water Jet, Dry Powder, Foam, Carbon
Dioxide, Halon, or any other.

e UNSUITABLE FIRE EXTINGUISHING MEDIA: None known.

5.2 SPECIAL HAZARDS ARISING FROM THE SUBSTANCE OR MIXTURE

e NFPA FLAMMABILITY CLASSIFICATION:
NFPA Rating

NFPA Classification Based on the form of this product, it is anticipated it could ignite if exposed to
extremely high temperatures (as may occur in the conditions of a fire)..

e UNUSUAL HAZARDS IN FIRE SITUATIONS:

Decomposition Products Carbon dioxide, carbon monoxide, hydrogen chloride, chloride
compounds, and irritating vapors.

Explosion Sensitivity to Mechanical Impact  Not applicable.
Explosion Sensitivity to Static Discharge Not applicable.

5.3 ADVICE FOR FIREFIGHTERS

e Self-Contained Breathing Apparatus and full protective equipment for fire response should be worn in any
situation. Move containers from fire area if it can be done without risk to personnel. Otherwise, use water
spray to keep fire-exposed containers cool. Because this is product is a janitorial product, any equipment
that comes in contact with the powder can be rinsed thoroughly with water and then returned to service.

SECTION 6: ACCIDENTAL RELEASE MEASURES

6.1 PERSONAL PRECAUTIONS, PROTECTIVE EQUIPMENT, AND EMERGENCY PROCEDURES

o RESPONSE TO INCIDENTAL RELEASES: Personnel who have received basic chemical safety training
can generally handle small-scale releases. Gloves and safety glasses should be worn when cleaning-up
spills, to avoid prolonged contact and protection from dusts/particulates.

o RESPONSE TO NON-INCIDENTAL RELEASES: Generally, releases of this product will be no larger
than the loss of one shipment of material. Subsequently, personnel can follow the instructions for
incidental releases. As needed, respond to non-incidental releases of this product (such as the
simultaneous destruction of several pallets of this product) by clearing the impacted area and contacting
appropriate emergency personnel.
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WAXIE Sanitary Supply SDS LISTING
Emergency Phone: (800) 255-3924 (MIS0004342)
Cust#:51145 OCSLA

Order#:D19QC/00
Carrier:21W09/040

SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION (Continued)

8.3 PERSONAL PROTECTION SYMBOLS

Hand Protection Eye Protection

—A
(If contact with powders nt]l (If contact with powders (Wre
are anticipated.) are anticipated.) U

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES

9.1 INFORMATION ON BASIC PHYSICAL AND CHEMICAL PROPERTIES

Appearance Crystalline solid, various
shapes/sizes

Odor Various

Odor Threshold Not applicable.

pH Not determined.

Melting Point/Freezing Point 60° C (140° F).
Initial Boiling Point/Boiling Range  Not applicable.

Flash Point Not applicable.
Evaporation Rate (Water = 1) Not applicable.
Flammability Not applicable.

Upper/Lower Explosive Limits

Vapor Pressure
Vapor Density

Not applicable.

Not determined.
Not determined.

Density

Solubility

Partition Coefficient/n-
octanol/water

Autoignition Temperature
Decomposition Temperature
Viscosity

9.2  OTHER INFORMATION
e VOC (less water & exempt): Not applicable.
e WEIGHT% VOC: Not applicable.

Not applicable.
Insoluble.
Not applicable.

Not applicable.
Not determined.
Not applicable.

SECTION 10: STABILITY AND REACTIVITY

10.1 REACTIVITY
o Not reactive under typical conditions of use or handling.

10.2 CHEMICAL STABILITY
o Normally stable under standard temperatures and pressures.

10.3 POSSIBILITY OF HAZARDOUS REACTIONS
e Product is not self-reactive, water-reactive, air-reactive and will not undergo hazardous polymerization.

10.4 CONDITIONS TO AVOID
¢ Avoid contact with incompatible chemicals.

10.5 INCOMPATIBLE MATERIALS
¢ Strong oxidizing agents.

10.6 HAZARDOUS DECOMPOSITION PRODUCTS

e Products of thermal decomposition of this product include oxides of carbon (i.e., carbon monoxide and
carbon dioxide), as well as chloride compounds.
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SECTION 12: ECOLOGICAL INFORMATION (Continued)

12.2

PERSISTENCE AND DEGRADABILITY
When released into the soil, the other components of this product are expected to biodegrade, dissipate
in soils via oxidation, or otherwise chemically degrade or photo-decompose via solar radiation.

BIOACCUMULATIVE POTENTIAL
This product is not anticipated to bioaccumulate significantly.

MOBILITY IN SOIL
It is expected that this product will have some mobility in soil.

OTHER ADVERSE EFFECTS
None reported.

12.3

12.4

12.5

SECTION 13: DISPOSAL CONSIDERATION

13.1  WASTE TREATMENT METHODS
Product as SOLD Product at USE DILUTION
Dispose of in accordance with local, State and Federal | Diluted product can be flushed to sanitary sewer.
" regulations. Discard empty container into trash.
13.2 DISPOSAL CONSIDERATIONS

EPA RCRA WASTE CODE: U072.

SECTION 14: TRANSPORT INFORMATION

141 DANGEROUS GOODS BASIC DESCRIPTION AND OTHER TRANSPORT INFORMATION
DEPARTMENT OF TRANSPORTATION HAZARDOUS MATERIALS SHIPPING REGULATIONS:

UN/NA Proper Shipping Name | Packing | Hazard Label North American Marine Pollutant
Number Group Class Emergency Status
Response Guide #
UN3077 Environmentally 1 9 Miscellaneous 171 Yes
hazardous substances, Dangerous
solid, n.o.s. (Contains p- Goods

Dichlorobenzene)

Limited Quantity Exceptions [49 CFR 173.155(b)(2)]: Limited quantities for Class 9, Packing Group llI
materials have inner packagings not over 5.0 kg [11 Ib] (solid) net capacity each, packed in strong outer
packaging.

CANADIAN TRANSPORTATION INFORMATION: This product is regulated by Transport Canada as
dangerous goods under Canadian transportation standards. Refer to above information.

IATA DESIGNATION: This product is regulated as dangerous goods by the International Air Transport
Association. Use the following information:

Proper Shipping Name Passenger and Cargo Aircraft Cargo Aircraft Only
Limited Quantity Packing Max. Qty Packing Max. Qty per
Packing Max. Qty per Instruction per PKG Instruction PKG
Instruction PKG
Environmentally  hazardous Y956 30kg G 956 400 kg 956 400 kg
substances, solid, n.os.
(Contains p-Dichlorobenzene)

SAFETY DATA SHEET
November 19, 2015

WAXIE Sanitary Supply
Page 7 of 9

Deodorant Urinal Block




WAXIE Sanitary Supply
Emergency Phone:
Cust#:51145 OCSLA

SDS LISTING

(800) 255-3924 (MIS0004342)

Order#:D19QC/00
Carrier:21wW09/040

SECTION 16: OTHER INFORMATION (Continued)

16.3 HAZARDOUS MATERIALS CLASSIFICATION SYSTEM
Product as SOLD
I G 2* * Suspected Carcinogen.
1
Physical Hazard 0
Protective B (if contact with  HMIS Personal Protective Equipment Rating: Occupational Use situations: B -
Equipment product is Safety glasses and gloves.
anticipated)
16.4 DISCLAIMER

WAXIE Sanitary Supply makes no warranly, representation or guarantee as to the accuracy, sufficiency or completeness of the material set forth herein. It is the
user's responsibility to determine the safely, toxicity and suitability of their own use, handling and disposal of this product. Since actual use by others is beyond our
control, no warranty, expressed or implied, is made by WAXIE Sanitary Supply as to the effects of such use, the results to be obtained or the safety and toxicity of
this product, nor does WAXIE Sanitary Supply assume any liability arising out of the use by others of this product referred to herein. The data in this SDS relates
only to the specific material designated herein and does not relate to use in combination with any other material or in any process. WAXIE Sanitary Supply does
not recommend blending this product with any other chemicals. All information, recommendations and data contained herein concerning this product are based

upon information available at the time of writing from recognized technical sources.

16.5 ABBREVIATIONS AND ACRONYMS

ALL SECTIONS: OSHA: U.S. Federal Occupational Safety and Health
Administration. WHMIS: Canadian Workplace Hazardous Materials Standard.
GHS: Globally Harmonized System of Classification of Chemical Substances.
REACH: European Union regulation, Registration, Evaluation, Authorization
and Restriction of Chemical substances.

SECTION 2: CAS Number: Chemical Abstract Service Number, which is
used by the American chemical Society to uniquely identify a chemical.
SECTION 5: NFPA: National Fire Protection Association.  NFPA
FLAMMABILITY CLASSIFICATION: The NFPA uses the flash point (FI.P.)
and boiling point (BP) to classify flammable or combustible liquids. Class IA:
FI.P. below 73°F and BP below 100°F. Class IB: FI.P. below 73°F and BP at
or above 100°F. Class IC: :FI.P. at or above 73°F and BP at or above 100°F.
Class II: : FI.P. at or above 100°F and below 140°F. Class IllA: FI.P. at or
above 140°F and below 200°F. Class lIB: FI.P. at or above 200°F. NFPA
HAZARDOUS MATERIALS RATING: This is a rating system used to
summarize physical and health hazards to firefighters. 0 = No Significant
Hazard. 1 = Slight Hazard. 2 = Moderate Hazard. 3 = Severe Hazard. 4 =
Extreme Hazard.

SECTION 8: NE: Not established. ACGIH: American Conference of
Government Industrial Hygienists; TWA: Time-Weighted Average (over an 8-
hour work day); STEL: Short-Term Exposure Limit (15 minute average, no
more than 4-times daily and each exposure separated by one-hour minimally);
C: Ceiling Limit (concentration not to be exceeded in a work environment).
PEL: Permissible Exposure Limit. NIOSH: National Institute of Occupational
Safety and Health; REL: Recommended Exposure Limit; IDLH: Immediately
Dangerous to Life and Health Concentrations. Note: In July 1992, a court
ruling vacated the more protective PELs set by OSHA in 1989. Because
OSHA may enforce the more protective levels under the “general duty clause”,
both the current and vacated levels are presented in this document. ppm:
Parts per Million. mg/m® Miligrams per cubic meter. mppct: Millions of
Particles per Cubic Foot. BEI: Biological Exposure Limit. EL: Exposure Limit (
United Kingdom). Federal Republic of Germany (DEG) Maximum
Concentration Values in the Workplace (MAKs)

SECTION 9: pH: Scale (0 to 14) used to rate the acidity or alkalinity of
aqueous solutions. For example, a pH value of 0 indicates a strongly acidic
solution, pH of 7 indicates a neutral solution, and a pH value of 14 indicates an
extremely basic solution. FLASH POINT: Temperature at which a liquid
generates enough flammable vapors so that ignition may occur.
AUTOIGNITION TEMPERATURE: Temperature at which spontaneous

ignition occurs.

SECTION 9 (Continued): LOWER EXPLOSIVE LIMIT (LEL): The minimal
concentration of flammable vapors in air which will sustain ignition. UPPER
EXPLOSIVE LIMIT (UEL): The maximum concentration of flammable vapors in
air which will sustain ignition.=: Approximately symbol. VOC: Volatile Organic
Compound.

SECTION 11: CARCINOGENICITY STATUS: NTP: National Toxicology
Program. IARC: International Agency for Research on Cancer.

REPRODUCTIVE TOXICITY INFORMATION: Mutagen: Substance capable
of causing chromosomal damage to cells. Embryotoxin: Substance capable of
damaging the developing embryo in an overexposed female. Teratogen:
Substance capable of damaging the developing fetus in an overexposed
female. Reproductive toxin: Substance capable of adversely affecting male or
female reproductive organs or functions. TOXICOLOGY DATA: LDxxor LCxx:
The Lethal Dose or Lethal Concentration of a substance which will be fatal to a
given percentage (xx) of exposed test animals by the designate route of
administration.  This value is used to access the toxicity of chemical
substances to humans. TDxxor TCxx: The Toxic Dose or Toxic Concentration
of a substance which will cause an adverse effect to a given percentage (xx) of
exposed test animals by the designate route of administration.

SECTION 12: EC50: Effect Concentration (on 50% of study group); BOD:
Biological Oxygen Demand.

SECTION 13: RCRA: Resource Conservation and Recovery Act. The
regulations promulgated under this act under Act are found in 40 CFR,
Sections 260 ff, and define the requirements of hazardous waste generation,
transport, treatment, storage, and disposal. EPA RCRA Waste Codes: Defined
in 40 CFR Section 261.

SECTION 15: CERCLA: Comprehensive Environmental Response
Compensation and Liability Act (a.k.a. “Superfund”) and SARA: (Superfund
Amendment and Reauthorization Act). The regulations promulgated under this
Act are located under 40 CFR 300 ff. and provide “community right-to-know”
requirements. TSCA: Toxic Substances Control Act: Rules regulating the
manufacture and sale of chemicals found in 40 CFR 700-766. DSL/NDSL:
Canadian Domestic Substances and Non-Domestic Substances Lists.
SECTION 16: HAZARD MATERIALS IDENTIFICATION SYSTEM
RATING: This is a rating system used by industry to summarize physical and
health hazards to chemical users and was originally developed by the National
Paint and Coating Association. 0 = No Significant Hazard. 1 = Slight Hazard.
2 = Moderate Hazard. 3 = Severe Hazard. 4 = Extreme Hazard.
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WAXIE Sanitary Supply SDS LISTING
Emergency Phone: (800) 255-3924 (MIS0004342) Order#:D19QC/00
Cust#:51145 OCSLA Carrier:21W09/040

SECCION 2: IDENTIFICACION DE RIESGOS (continuacion)

Respuesta SI ENTRA EN CONTACTO CON LOS OJOS: Enjuague cuidadosamente con agua
durante varios minutos. Si trae lentes de contacto y es facil quitarselos, hagalo, y
siga enjuagando. ContinGle enjuagando. Si persiste la irritacion en los ojos:
obtenga atencién o consejo del médico.

En caso de exposicién o inquietud: Obtenga asesoria o atencién médica.

Almacenamiento Guarde bajo llave.
Eliminacion La eliminacién del recipiente debe realizarse de conformidad con las
reglamentaciones locales, regionales, nacionales e internacionales.

2.3 OTROS RIESGOS PERTINENTES NO CLASIFICADOS DE OTRA MANERA
e OTROS POSIBLES EFECTOS EN LA SALUD: No corresponde.

SECCION 3: COMPOSICION/INFORMACION SOBRE INGREDIENTES

3.1 SUSTANCIAS/MEZCLAS

Este producto consiste en un dispositivo de plastico con la siguiente formulacion:

COMPONENTE NUMERO DE CLASIFICACION DE RIESGO DE GHS POR % (W/w)
CAS INGREDIENTE
p-diclorobenceno 106-46-7 Irritacion en los ojos (categoria 2A); Carcinogenicidad 99

(categoria 2), Toxicidad acudtica aguda (categoria 1);
Toxicidad acuatica crénica (categoria 1)

Otros componentes que no constituyen riesgos a la salud y fisicos en las concentraciones presentes en la Balance
formulacion.

SECCION 4: MEDIDAS DE PRIMEROS AUXILIOS

4.1 DESCRIPCION DE LAS MEDIDAS DE PRIMEROS AUXILIOS
AREA EXPUESTA

Contacto con los ojos Enjuague con abundante agua. Mire hacia arriba mientras se enjuaga los ojos.
Quitese los lentes de contacto. Si la irritacién persiste, busque atenciéon médica.

Contacto con la piel Enjuague con abundante agua. Si la irritacion persiste, busque atencién médica

Inhalacion Salga al aire fresco. Suene la nariz. Si la irritacion persiste, busque atencién
médica.

Ingestion Si esta consciente: Enjuaguese la boca con agua. Beba varios vasos de agua. No

induzca el vomito. Péngase en contacto con un Centro para el Control de
Envenenamientos o con un médico y siga las indicaciones.

4.2 SINTOMAS AGUDOS Y CRONICOS MAS IMPORTANTES COMO RESULTADO DE UNA EXPOSICION
e EFECTOS AGUDOS EN LA SALUD:
AREA EXPUESTA

Contacto con los ojos Ocasiona irritacién grave en los ojos.

Contacto con la piel El contacto con la piel puede ser leve o moderadamente irritante, especialmente
después de exposicion prolongada.

Inhalacion Puede ocasionar irritacion moderada en las vias respiratorias. Los sintomas
pueden incluir tos y estornudos dependiendo de la cantidad de rocio o spray
inhalado.

Ingestion Puede ocasionar irritacion gastrointestinal. Los sintomas pueden incluir dolor,

garganta irritada, nauseas y vémito si se ingieren grandes volimenes.

Bloque desodorante para urinal WAXIE Sanitary Supply HOJA DE DATOS DE SEGURIDAD
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WAXIE Sanitary Supply SDS LISTING
Emergency Phone: (800) 255-3924 (MIS0004342) Order#:D19QC/00
Cust#:51145 OCSLA Carrier:21W09/040

SECCION 6: MEDIDAS EN CASO DE DERRAME ACCIDENTAL (continuacion)

e PROCEDIMIENTOS DE RESPUESTA ANTE CUALQUIER DERRAME: Barra el material derramado con cuidado;
rocie agua ligera para eliminar la generacién de polvo, en caso de ser necesario. Retire el residuo restante con
polypads u otros materiales absorbentes adecuados. Enjuague bien el area. Debido a que este producto es un
agente de limpieza, todos los objetos que entren en contacto con la solucién pueden volver a usarse después de
enjuagarlos.

6.2 PRECAUCIONES AMBIENTALES

o Evite las acciones de respuesta que puedan ocasionar el derrame de una cantidad significativa del producto (mas de
4 galones) en el medioambiente. Evite la dispersion accidental del material derramado en la tierra, vias acudticas y
alcantarillados.

6.3 METODOS Y MATERIALES PARA LA CONTENCION Y LABORES DE LIMPIEZA
e EQUIPO DE RESPUESTA EN CASO DE DERRAME: Escoba/recogedor; polypad u otro material absorbente.
6.4 REFERENCIAS A OTRAS SECCIONES

o SECCIQN 8: Para los niveles de exposicion y recomendaciones detalladas del equipo de proteccion personal.
e SECCION 13: Para conocer las pautas en el manejo de desperdicios.

SECCION 7: MANIPULACION Y ALMACENAMIENTO

71 PRECAUCIONES PARA EL MANEJO SEGURO

Practicas de higiene Manténgase fuera del alcance de los nifios. Siga las buenas précticas de higiene
quimica. Evite la inhalacién de polvo/particulas. Evite el contacto con la piel y los
0jos. Limpie el producto derramado de inmediato.

Practicas de manejo Los empleados deben estar debidamente capacitados para utilizar este producto de
la manera mas segura seglin sea necesario. Mantenga los recipientes cerrados
cuando no los use.

7.2 CONDICIONES PARA EL ALMACENAMIENTO SEGURO, INCLUYENDO CUALQUIER INCOMPATIBILIDAD

Practicas de Aseglrese de que todos los envases estén etiquetados de manera correcta.

almacenamiento Conserve los envases alejados de la luz solar directa o de las fuentes intensas de
calor. Almacene este producto alejado de sustancias quimicas incompatibles.
Revise todos los contenedores entrantes antes de guardar, para asegurarse de
que estén debidamente etiquetados y no se encuentren dafados. Los envases
vacios deben manejarse con cuidado, debido a que pueden quedar residuos.

Incompatibilidades Consulte la seccién 10 (estabilidad y reactividad).

SECCION 8: CONTROLES DE EXPOSICION/PROTECCION PERSONAL

8.1 PARAMETROS DE CONTROL

o LIMITES DE EXPOSICION EN EL AIRE: No se anticipa la exposicién al aire cuando el producto se usa en forma
preempaquetada. Se recomiendan los siguientes limites si es posible la exposicién al polvillo/polvo.

COMPONENTE ACGIHTLV OSHA PEL NIOSH REL OTRO
p-diclorobenceno TWA =10 ppm TWA =75 ppm Carcinégeno; Reducir al nivel mas NE
bajo posible

o LIMITES DE EXPOSICION BIOLOGICA EN EL TRABAJO: No establecidos.
8.2 CONTROLES DE EXPOSICION

Controles de ingenieria Utilice en ambientes bien ventilados.
Proteccion respiratoria No es necesario en circunstancias de uso normal.
Proteccion para las manos No es necesario en circunstancias de uso normal. Si se produce contacto con la piel, deben
usarse guantes de nitrilo o hule.
Proteccion para los ojos Lentes de seguridad (si se anticipa contacto con polvo).
Proteccion corporal No corresponde.
Bloque desodorante para urinal WAXIE Sanitary Supply HOJA DE DATOS DE SEGURIDAD
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WAXIE Sanitary Supply SDS LISTING
Emergency Phone: (800) 255-3924 (MIS0004342) Order#:D19QC/00
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SECCION 11: INFORMACION TOXICOLOGICA

11.1  INFORMACION SOBRE LOS EFECTOS TOXICOLOGICOS

o TOXICIDAD AGUDA:
o DATOS DE TOXICIDAD: Los siguientes datos estan disponibles para los componentes de este producto.

p-DICLOROBENCENO

LDsy (Oral, rata) = > 2,000 mg/kg

LCso (Inhalacién, rata) = 4 horas - > 5.07 mg/I
LDso (Dérmico, rata) = > 2,000 mg/kg

o GRADO DE IRRITACION: Consulte la seccién 4 (medidas de primeros auxilios) para obtener mas
informacioén.

o SENSIBILIZACION: Se ha informado que los componentes de este producto no ocasionan sensibilizacién.

o REVISION DE SINTOMAS AGUDOS Y EFECTOS POR LA ViA DE EXPOSICION: Consulte la seccién 2
(informacioén de riesgos) y la seccién 4 (medidas de primeros auxilios) para obtener mas detalles.

Ojos Puede ocasionar irritaciéon grave en los ojos.

Piel Puede ocasionar irritacion leve en la piel, dependiendo de la duracién del contacto.

Inhalacion Ocasiona irritacién en las vias respiratorias, especialmente si se inhalan grandes
volumenes.

Ingestion Puede causar irritacion del sistema gastrointestinal, en especial si se ingieren

grandes cantidades.

¢ TOXICIDAD CRONICA:

o CONDICION CARCINOGENA: La siguiente tabla resume el listado de carcinogenicidad para los
componentes de este producto. “NO” sefiala que la sustancia no se considera ni es sospechosa de ser
carcinégena de acuerdo con la agencia indicada.

QUIMICO IARC NTP NIOSH OSHA OTRO
p-diclorobenceno 2B: Es un R: R- Se anticipa Carcinégeno NO TLV-A3: Es un carcinégeno
posible razonablemente confirmado para animales, sin
carcinégeno | que sea un que se conozca su relevancia
para los carcinégeno para los seres humanos.
seres
humanos

o INFORMACION DE TOXICIDAD REPRODUCTIVA: No se ha informado que los componentes de este
producto ocasionen efectos reproductivos en condiciones normales de exposicion.

o EFECTOS MUTAGENICOS: No se ha informado que los componentes de este producto ocasionen efectos
reproductivos en condiciones normales de exposicion.

o TOXICIDAD ESPECIFICA EN ORGANOS AFECTADOS POR EXPOSICION UNICA: Este producto puede
provocar posibles irritaciones respiratorias.

o TOXICIDAD ESPECIFICA EN ORGANOS AFECTADOS POR EXPOSICION REPETIDA: Es posible que
se produzca irritacion en el sistema respiratorio.

o RIESGO DE ASPIRACION: No corresponde.

o INFORMACION ADICIONAL:

o PRODUCTOS TOXICOLOGICOS SINERGICOS: Ninguno conocido.
o TOXICOLOGIA ADICIONAL: No corresponde.

SECCION 12: INFORMACION ECOLOGICA

12.1  TOXICIDAD

e En base a los datos disponibles, este producto puede ser dafiino para las plantas o animales terrestres o acuaticos
que se hayan contaminado, dependiendo de la duracién del contacto y la cantidad derramada. Los siguientes datos
estan disponibles para los componentes de este producto.

p-DICLOROBENCENO

LC50 (Salmo gairdneri): 1.12 mg/L - 96 horas

LC50 (Daphnia magna): - 0.7 mg/l - 48 horas

LC50 (Scenedesmus capricornutum): 1.6 mg/L - 96 horas

Bloque desodorante para urinal WAXIE Sanitary Supply HOJA DE DATOS DE SEGURIDAD
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WAXIE Sanitary Supply SDS LISTING
Emergency Phone: (800) 255-3924 (MIS0004342) Order#:D19QC/00
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SECCION 14: INFORMACION DE TRANSPORTE

o DESIGNACION DE IMO: Este producto est4 reglamentado como material peligroso por parte de la International
Maritime Organization (Organizacion Internacional Maritima). Utilice la siguiente informacién:

Nombre correcto de envio Provisiones de cantidades limitadas y Empaque EmS
exentas
En cantidades Cantidades Instrucciones | Provisiones
limitadas exentas
Sustancias peligrosas para el 5kg E1 P002; LP02 PP12 FA-SF
medioambiente, sélidos, n.o.s.
(Contiene p-diclorobenceno)

14.2 RIESGOS AMBIENTALES
e No se describe ninguno en relacién con el transporte.

14.3 PRECAUCIONES ESPECIALES PARA LOS USUARIOS
e No corresponde.

14.4 TRANSPORTE A GRANEL
*  No corresponde.

SECCION 15: INFORMACION DE REGLAMENTACION

151 REGLAMENTACIONES ESPECIFICAS PARA EL PRODUCTO SOBRE EL MEDIOAMBIENTE,
SEGURIDAD Y SALUD

e OTRAS REGLAMENTACIONES IMPORTANTES DE LOS EE. UU.

o CATEQORIAS DE RIESGO DE SARA DE LOS EE. UU. (SECCION 311/312, CFR 40, 370-21): AGUDO:
Si; CRONICO: Si; INCENDIO: No; REACTIVO: No; DERRAME REPENTINO: No.

o TITULO 313 DE SARA DE LOS EE. UU.: El p-diclorobenceno esta sujeto a los requisitos de informacién en
virtud de SARA

o CANTIDAD PARA INFORMAR (RQ) DE LA CERCLA DE LOS EE. UU.: p-Diclorobenceno = 100 Ib

o ESTADO DE INVENTARIO DE LA TSCA DE LOS EE. UU.: Todos los componentes estan enumerados en
el Inventario de la TSCA.

o ESTADO DE LA LEY DE CALIFORNIA PARA EL AGUA POTABLE (PROPUESTA 65): Este producto
contiene p-diclorobenceno. jADVERTENCIA! Contiene una sustancia quimica que segin el estado de
California produce cancer.

o NORMAS INTERNACIONALES
o ESTADO REGULATORIO CANADIENSE: El producto estd clasificado como peligroso de :

acuerdo con las normas Canadienses de Productos Controlados (SOR-88-66).
=  WHMIS 2015: Ver la seccion 2. WHMIS Pre-2015: D2A/B — Materiales que ocasionan
otros efectos toxicos/muy téxicos y toxicos.
= Esta SDS contiene toda la informacién exigida por el CPR.
o ESTADO DE INVENTARIO DSL/NDSL DE CANADA: Todos los ingredientes de este producto estan
enumerados en el Inventario de DSL/NDSL.
o LISTAS DE SUSTANCIAS PRIORITARIAS DE LA LEY PARA LA PROTECCION AMBIENTAL DE
CANADA (CEPA): Los ingredientes de este producto no se encuentran en la lista de sustancias prioritarias
de la CEPA.

SECCION 16: INFORMACION ADICIONAL

16.1  INDICACION DE CAMBIOS
¢ FECHA DE REVISION: 19 de noviembre de 2015
e ANULA: 24 de septiembre de 2015
e CAMBIO INDICADO: Actualizacion de la Norma de comunicacion de riesgos de la OSHA (CFR 29, 1910.1200).

16.2 REFERENCIAS CLAVE A DOCUMENTOS Y FUENTES DE DATOS

s Norma federal de Comunicacién de riesgos de la OSHA de los EE. UU.: CFR 29, 1910.1200.
e SAX - Propiedades peligrosas de materiales industriales
e RTECS - Registro de los efectos de las sustancias quimicas txicas
o TOXNET - http/toxnet.nlm.nih.gov/
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